HaREma

AGS-432

« Stand alone or can be connected to security
system

» The series products, including LNG / LPG / CO
detector, provide efficient protection

« Easy installation
» Applicable to various locations, such as kitchens,
warehouses, basements, indoor parking, factories

and etc

« CE approval

y
Specifications [
AGS-132 | AGS-142
AGS-131 AGS-332 AGS-432
Model AGS232 | AGS242
LNG
Gas type LNG LPG Ci N LNG/CO
. LNG:
Detecting . i A Catalytic combustion
element Catalytic combustion Electro-chemical co:
Electro-chemical
Alarm level Low explosion limit: 0.005% ~ 0.25% fﬁ;ﬂgm;&ggl‘iﬂpﬁ; 1 oD N s
. . U, ()~ o
LNG: Red LED blinking
Alarm Red LED blinking, siren activating CO: Orange LED blinking
Siren activating
Alarm volume Over 90 dB
Pulse +
Signal output Dry contact Relay output R:I:’ et Dry contact, Relay output

Warm-up time

50 sec. after switching on power

Power supply

Power

AC 110V /AC 220V ; DC 14

~ 30V

< Stand-by: 2W ; Alarm: 2.5W
consumption

Environmental Temperature: -10°C ~50°C ; Humidity: 95% RH max.
Installation Ceiling Wall mount
Dimensions 120(b) x 41(H) 120 (H) x 71 (W) x 40 (D)
(mm)
. ] 3009
Welght (including installation base)




